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let connection. Suitable provision shall be made for draining condensate
which may accumulate in the discharge pipe.
(b) Any portion of piping between tank and pump inlet which at any
time may be closed at each end should be provided with relief valve to
prevent excessive pressure developing.
(c) If tank filling connections are located at a distance of more than
20 feet from the truck, the pump discharge shall be provided with an
excess flow valve to prevent escape of liquid in the event of hose or con-
nection failure beyond the pump.
3.5. Tank Truck Fuel Systems.
(a) In the event liquefied petroleum gas is used in the truck engine,
the fuel system shall be installed in accordance with Division IV.
3.6. Transfer of Liquids.
(a) LOADING TRUCK AND TRAILER CONTAINERS. Truck
and trailer containers shall he loaded by weight, by meter, or by suitable
liquid level gauging device (see Sec. B.15).
Nora: If containers are to be filled according to liquid level, each container should have
a thermometer w-ll so that the internal liquid temperature can be easily determined and the
amount of liquid and vapor in the container corrected to a 600 F. basis.
(b) Pumps of suitable design and properly protected may be mounted
upon liquefied petroleum gas tank trucks and trailers and may be driven
by the truck motor power take-off or internal combustion engine, hand,
mechanical, hydraulic or electrical means. On electrical means of pump-
ing the electrical installation shall be in accordance with the requirements
of the National Electrical Code for Class I, Group D, Hazardous Loca-
tions. The pumps, except constant speed centrifugal pumps, shall be
equipped with suitable pressure actuated by-pass valves permitting flow
from pump discharge to pump suction when the pump discharge pressure
rises above a predetermined point. Pump discharge shall also be equipped
with a spring-loded safety valve of non-leaking type, set as a pressure
not to exceed 35 per cent higher than the predetermined setting of the
by-pass valve.
3.7. Mounting Containers on Truck, Semi-Trailer or Trailer Vehicle.
(a) A suitable "stop" or "stops" shall be mounted on the truck, semi-
trailet or trailer or on the container, in such a way that the container
shall not be dislodged from its mounting due to the vehicle coming to
a sudden stop. Back slippage shall also be prevented by proper methods.
(b) A suitable "hold down" device shall be provided which will anchor
the container at one or more places on each side of the container to the
truck, semi-trailer or trailer frame so as to minimize loosenffig due to
k ibration.
3.8. Electrical Equipment and Lighting.
(a) Tank trucks, tank trailers, and tank semi-trailers, shall not be
equipped with any artificial light other than electricity. Lighting circuits


